TYPICAL 3" THICK LIMESTONE COPING BY VALDERS
STONE & MARBLE, INC, (OR APPROVED EQUAL)
SANDBLASTED FINISH ON TOP, ROCKFACED ON VENEER
SIDE WITH 1" CONTINUOUS CHAMFER ON TOP EDGE
AND %" CONTINUOUS ROUTED DRIP EDGE ON UNDER
SIDE(INSET %" FROM EDGE), COLOR: BUFF. 2"
OVERHANG BOTH SIDES

TYPICAL STAINLESS STEEL FLASHING
(CONTINUOUS TOP AND BOTTOM)

TYPICAL JERICHO BLEND - CHILTON WEATHERED EDGE
WITH NO REDS/WINDSOR (BY EDEN STONE)

(OR APPROVED EQUAL)

27(3"f5" HT. X 4" DEPTH, RANDOM LENGTHS

NO GREATER THAN 127, JOINTS TO BE /4" NON-STAINING
GROUT AND RAKED BACK 5"

TYPICAL CONCRETE BASE WITH 1" CONTINUOUS CHAMFER
TYPICAL SOLDIER COURSE BANDING

6" X 12" {L CAMPO PAVERS (BY UNILOCK)
COLOR: HERITAGE BROWN

— 4" THICK LIMESTONE SIGN BAND BY VALDERS —{ 02

STONE & MARBLE (OR APPROVED EQUAL)

SANDBLASTED FINISH

FONT AND DIMENSIONS - T8D

~05,

WITH 1/4" CONTINUQUS CHAMFER ALONG ALL. SIDES

_—
o
)
7
-V VVVV v v v v
v O vVVYYY vV

IST!NG CONCRETE PAVERS OVER CONCRETE BASE —.;

TYP. 6" MIN. COMPACTED AGGREGATE CA-6 BASE

TYPICAL #4 REBAR,12" 0.C. EACH WAY TIE VERTICAL BARS

INTO CONCRETE FOOTING. ASSURE 3" CLEARANCE FROM

CONC. EDGE ON ALLSIDES

TYP. PLANTING SOIL MIX. SEE SPECIFICATIONS.

TYPICAL 4" @ PERFORATED PIPE (TIE TO STORM SEWER}
WITH INTEGRAL FILTER SOCK, SEE CIVIL PLANS FOR STORM

LOCATION

TYP. COMPACTED SUB-GRADE ——

TYP. FILTER FABRIC CONTINUOUS AROUND COMPACTED

NOTIES:

1.} TOP OF WALL TO ALWAYS REMAIN LEVEL
2.) SEE CIVIL PLANS FOR TOP/BOTTOM OF WALL AND
FINISHED GRADE SPOT ELEVATIONS

—m——mn TYPICAL STAINLESS STEEL DOWEL
%" 8,12" 0.C. (2) PER CAP

—— TYPICAL ENKADRAIN 3611R DRAINAGE FABRIC BY

COLBOND, ADHERE TO END OF CONCRETE SLAB
a< SBp<ou 2

TYPICAL SINGLE BANDING COURSE /58
6"X12" IL CAMPO PAVERS (BY UNILOCK) A@
COLOR: HERITAGE BROWN,

oc bppioned. eRnal .
TYPICAL RIVENSTONE PAVER FIELD (BY UNILOCK) __( 02
PATTERN: FOUR SIZE STONE (45 DEGREE)

SEE DETAIL FOR PATTERN LAYOUT

COLOR: BLUESTONE
O P00 <e,3mal :

MINIMUM

GRAVEL TO PREVENT SOIL MIGRATION. OVERLAP TOP ENDS
BY 2 EACH SIDE

TYP. COMPACTED AGGREGATE CA-6
SUB-BASE (MINIMUM 87)

NOTE: FIELD VERIFY EXISTING
PAVER BASE CONDITIONS

Raised Limestone Planter/Seatwall Section

1 Scale: 1"=1"-0"

b 10— 1"

¢ 6"

NOTE: STONE MASON TO VERIFY RADIUS IN RELD,
SUPPLY SHOP DRAWINGS PRIOR TO FABRICATION.

———— 4" THICK LIMESTONE SIGN BAND BY VALDERS
STONE & MARBLE, SANDBLASTED FINfSH
WITH 1/4" CONTINUOUS CHAMFER ALONG ALL SIDES
SEE ENLARGEMENT BELOW FOR FONT, DIMENSIONS AND COLORS
18-0"

F—————— 4'-6" TYPICAL PANEL ‘—-———7”
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TYPICAL 1/4" CONTINUOUS CHAMFER
e TYPICAL 1/8" ETCHED REVEAL, 1/4" DEPTH
[~ SANDBLASTED FINISH TYPICAL ETCHED LETIERS, 1/2” DEFTH

TYPICAL 1/8" JOINT, FILL WITH NON-STAINING GROUT

SIZE: 8-3/4" HEIGHT
FONT: TRAJAN BOLD

TYP. 1/4" CHAMFER—
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Limestone 'City Centre’ Sign Band
As Shown

Sign Band Enlargement
Scale: 4"=1"-0"
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TYPICAL 1/2" MORTAR JOINT THE LAXOTA GROUP ING
] - TYPICAL CAST-IN-PLACE W A
\ ) CONCRETE WALL WITH STONE 212 West Kinzie Street, 3rd Floor
i NOTCH OUT BACK OF +. Chi |ifirois 6061¢
Vo LOWER COPING TG ALLOW FACE AND LIMESTONE COPING ) mg? 247,504
. FOR UPPER WALLTO 2 . 1312.467.5484
VoL \ INTERSECT LOWERWALL 2 T4 e NOTE: FOR SIGN LOCATION info@thelakotagroup.cor
\| \' COPING 4 9% SEE PLAN IN DETAIL 2, THIS SHEET
\‘ A Planning
\ Urban Desigr
Landscape Architecture

LOWER SEAT WALL

UPPER  \)
SIGN WALL ’ §
(SHADED) —
14"
COPING ]
T-1" e
WAL <
NOTCH OUT BACK OF 1-4"
LOWER COPING TO ALLOW COPING
FOR UPPER WALLTO
{NTERSECT LOWER WALL
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Limestone Raised Planter Section Detail e
Scale: 1"=1'-0"

LIMESTONE SIGN BAND

FACE OF UPPER SIGN WALL BELOW

EDGE OF LIMESTONE COPING,
UPPER SIGN WALL - LOWER PLANTER
WALL NOT SHOWN FOR CLARITY

Scale: 1"=1'-0'

TYP. LIMESTONE VENEER

TYP. 1/8" WIDE REVEAL, 1/4" DEPTH

TYP. ETCHED LETTER, 1/2" DEPTH
SEE ELEVATIONS FOR LOCATIONS,
FONT AND COLOR

NOTE: STONE MASON TO VERIFY RADIUS IN FIELD,
SUPPLY SHOP DRAWINGS PRIOR TQ FABRICATION.
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